Unocode 399 Evo




Unocode 399 Evo

Less time for key cutting cycles, less time for setting up the machine.

B Reading and cutting at the same time
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H Customised card creation function on board
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B Very quite while cutting

Unocode 399 Evo is quicker, quieter,
easier to use and extremely reliable.
Assures excellent cutting quality of flat
cylinder or vehicle keys with single

or double sides.

Unocode 399 Evo reads and cuts the

key simultaneously (Stand Alone). Working area - g
Introduces clamps with rapid rotating
system and torque controlled knob. Quick cutting time cycle; Quick release system for Code Maker cards
New on board screen with jaws rotation; downloading and transfer
Provides maximum running flexibility colour graphic display Increased motor speed; function;

due to the possibility to create (5,7” / 70x120mm); P . 1 USB port and 1 RS232
personalised cards on board and New user friendly keyboard; l/r\]/:glillsug?ea\ée,l%%/\t/grklng %%4 " port connectivity;
also downloading cards created with , ’ , ' Automatic Calibration
New clamp locking handle New design cutter guaran- '
Code Maker Program. : K - ; !
with torque control system; teeing high quality cutting
results;

Enter the Evolution of Silca Electronic
Key Machines with Unocode 399 Evo.

Enter cutting data and press ENTER

reproduced in any form, without written permission from Silca. Any infringements will be dealt with under Italian law.

or trade names are nominated only for the purposes of information so that any lock for which our keys are made can be rapidly identified. This documentation is reserved exclusively for professional key cutters who use Silca products. / All information
and illustrations in this documentation are for guidance only. Silca reserves the right to alter products designs, dimensions or info to improve the products quality. The contents of this documentation are fully protected by Copyright and may not be

In compliance with current regulations relating to industrial property, we hereby state that the trade-marks or trade names mentioned in our documentation are the exclusive property of authorized manufacturers of locks and users. Said trade-marks
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UNOCODE 399 EVO IS DESIGNED AND
PRODUCED ENTIRELY TO CE MARK New user friendly key board
EUROPEAN STANDARDS.
Technical Data Plus
Electricity ) . . )
supply: 230V - 50Hz %i:' E;fgggg{rmo/ New Design Silent Hfg;fggeendly SW
ICI .
Tool speed: 50Hz: 2370 rpm (+/- 10%) ,‘I ©On Board Screen
Dimensions: width: 450 mm
depth: 600 mm ) ) ) . )
height: 440 mm Quick Cutting Cycle éu}_obm?_nc Machine SE&%ﬁfﬁggw
alibration Q
(with raised shield 630 mm) {@ 0 J 'CI'JOrQLlieRclomrol SSys{iem.
= ick Release System
o folrleavvs Rotatior% 3
Mass: Kg. 38 s
o

SILCA S.p.A. Via Podgora, 20 (Z.l.) - 31029 Vittorio Veneto (TV) - Italy
Telephone +39 0438 9136 Fax +39 0438 913800

www.silca.biz

SILCA YOUR GLOBAL PARTNER IN LOCKSMITHING



