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New Silca Remote Car Keys for Fiat®

SIP22R01 - SIP22R07 Key with open fl ip blade

Silca is pleased to introduce two new references for du-
plicating Fiat® remote car keys, the perfect solution for 
replacing damaged or lost original keys, or to have a du-
plicate in case of emergency.

What are the main features?
The Silca Remote Car Keys for Fiat® have a similar design as 
the original keys and are supplied ready-to-programme with 
the PCB, transponder and fl ip blade included. 
The two references available cover different types of immobiliser 
systems - refer to the application list below for further details. 
The remotes feature three function buttons (lock, unlock and 
boot release) and can be programmed with Advanced Diag-
nostics devices.
The Silca Remote Car Keys for Fiat® are packed individually 
in a plastic clamshell for easy identifi cation and hook display.

The Silca Remote Car Keys for Fiat® have been produced in con-
formity with CE mark European standards.
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Application list for SIP22R01

Abarth® 500 ZFA312 2007 3 46 433MHz SIP22

Abarth® Grand Punto ZFA199 2006 3 46 433MHz SIP22

Alfa Romeo® Mito ZAR955 2008 3 46 433MHz SIP22

Chrysler® Ypsilon ZLA312 2011 3 46 433MHz SIP22

Citroën® Nemo 2008 3 46 433MHz SIP22

Fiat® 500 ZFA312 2007 2011 3 46 433MHz SIP22

Fiat® 500 ZFA312 2012 3 46 433MHz SIP22

Fiat® Doblò ZFA263 2009 3 46 433MHz SIP22
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Application list for SIP22R01

Fiat® Fiorino ZFA225 2008 3 46 433MHz SIP22

Fiat® Grande Punto ZFA199 2006 2011 3 46 433MHz SIP22

Fiat® Panda ZFA312 2011 3 46 433MHz SIP22

Fiat® Punto Evo ZFA199 2011 3 46 433MHz SIP22

Fiat® Qubo ZFA300 2008 3 46 433MHz SIP22

Fiat® Qubo Van ZFA225 2008 3 46 433MHz SIP22

Ford® Ka 2007 3 46 433MHz SIP22

Opel® Combo ZX 2012 3 46 433MHz SIP22

Peugeot® Bipper 2008 3 46 433MHz SIP22

Application list for SIP22R07

Alfa Romeo® Giulietta ZAR940 2010 2012 3 46 433MHz SIP22

Alfa Romeo® Giulietta ZAR940 2013 3 46 433MHz SIP22

Citroën® Jumper 2012 3 46 433MHz SIP22

Citroën® Relay VF7Y 2012 3 46 433MHz SIP22

Citroën® Relay 2012 3 46 433MHz SIP22

Fiat® 500L ZFA199 2012 3 46 433MHz SIP22

Fiat® 500L ZFA199 2014 3 46 433MHz SIP22

Fiat® Bravo ZFA198 2007 3 46 433MHz SIP22

Fiat® Ducato 3 ZFA250 2012 2013 3 46 433MHz SIP22

Fiat® Ducato 4 ZFA250 2013 3 46 433MHz SIP22

Iveco® Daily 300 2012 3 46 433MHz SIP22

Lancia® Delta ZLA844 2008 2010 3 46 433MHz SIP22

Lancia® Delta ZLA844 2010 2014 3 46 433MHz SIP22

Lancia® Musa ZLA350 2009 2012 3 46 433MHz SIP22

Lancia® Ypsilon ZLA312 2011 2012 3 46 433MHz SIP22

Peugeot® Boxer 2012 3 46 433MHz SIP22

Peugeot® Boxer 2012 3 46 433MHz SIP22


